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Intelligent proximity recognition sensor: 
the machine stops automatically when the minimum safety  
distance between the operator and machine is less than 2 m.

High level of safety: 
it automatically stops if there is no clear line of sight between the  
operator and the compaction equipment.

Direction change with simultaneous travel:
for clean turning of curves and a high compaction performance.

2 m

Heavy-weight remote controlled  
vibratory plates

The DPU80r and DPU110r remote-controlled  vibratory plates allow for safe work 
and sensitive control at all times.

DPU series: benefits at a glance
• �No load from hand-arm vibration or exhaust fumes to the operator - thanks to the 

vibratory plate.
• �High level of safety: the equipment remains stationary if clear line of sight is lost
• �Long engine running time and maintenance intervals due to large air filters
• �Durable and optimum for all maintenance work: robust hood made of 

tubular frame and steel plates, bifurcated and swiveled
• �Optimum for application in trench shoring due to low height
• �Less transport damage due to large, easily accessible lashing lugs
• �Easy cleaning without damage to hydraulic hoses, thanks to the open base 

plate
• �Large, easily accessible fuel tank with a visible fill level, sufficient for about  

4 hours of continuous operation
• �Integrated machine protection, adjustable in case of overload:  

warning, reduction of rpm or shutdown

Remote control for high operating 
comfort and sensitive stepless control.

The water-cooled engine  
is especially quiet in operation.

Full service accessibility 
with few handgrips.

DPU80r DPU110r

Power output (kN) 80 110

Weight (kg) 709 / 724 793 / 810

Operating width (mm)670 / 770 870 / 970

Innovative infrared remote 
control ensures high level 
of safety for operators and 
the environment. Therefore, 
the operator can stand 
safely outside the trench, 
protected from vibration, 
dust and noise.

Far-reaching control: 
a transmission field of up to 20 meters and an angle of 45°  
guarantee a high level of working comfort.

Coverage in m
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Stable coupling: quickly and reliably 
connected with a few screws.

Flexible lifting: the lifting beam can be used 
both for the 2-unit and for the 3-unit coupling set. 

Coupling set

Connect three DPU110 vibratory plates to a high-performance machine. The coupling set 
offers extreme surface and compaction performance - ideal for crushed stone compaction 
in railway construction and for large areas in earthworks. Compared to a roller, it is 
considerably lower priced to purchase, more economical in fuel consumption and easier to 
transport. The vibratory plates can also be used individually. Thus, maximum flexibility can 
be obtained.

• �Automatic infrared connection of machines via “Plug and Play”
• �Extreme operating width saves time and time-consuming turning maneuvers in narrow 

track bed
• �Safe control via infrared remote control, without hand-arm vibrations and away from dust 

and noise 
• �Proximity recognition sensor and field of view function offer maximum safety for the 

operator and the vicinity (see also p. 19)
• �The remote control can be charged under the hood - no additional power supply required
• �Economical use of the machines - with coupling set or individually
• �Compamatic: Compaction display on coupling set, clearly visible for the operator, as well 

as documentation via GPS in Telematics portal

Optimal compaction control with GPS tracking: the innovative Compamatic 
function records the machine location during compaction via GPS and 
documents the compaction clearly on a map. This gives you a quick overview 
of work progress and compaction quality. All telematics data can be retrieved in a 
protected area from our EquipCare portal.

Compamatic = Compatec + Telematics.

3-part coupling set: 2-part coupling set:

Power output (kN) 3 x 110 2 x 110

Weight (kg) 2,616 1,727

Operating width (mm) 3,000 1,985

Unique operating width for 
extreme compaction performance

Coupling linkage: sturdy mechanical 
connection of machines, mounted with 
few screws

�3 transmitter and receiving units: 
automatic connection of machines 
and remote control

Remote control can 
be loaded on the unit, 
under a lockable hood
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Offers a compaction performance like a 7-ton roller and 
can also be used in twisting and winding areas due to the 
high level of maneuverability.

Excellent steering: stepless speed 
 adjustment with simultaneous high 
reaction speed.

A low loader is not necessary: the DPU130r only 
weighs 1,200 kg and can be transported on a truck bed.

High level of safety: trouble-
free operation of up to three 
machines simultaneously.

The DPU130r is the most powerful vibratory plate on the market and 
exceeds all expectations: its compaction performance approaches that  
of a 7-ton roller. Thanks to the remote control, you can also compact  
places with the DPU130r that are difficult to access.

The best service access –  
simply fold open the cover.

DPU130r

Power output (kN) 130

Weight (kg) 1,170

Operating width (mm) 1,202  

On-board computer for comfort  
functions, such as anti-theft protection  
or extensive diagnostic options

Overload sensor to protect  
against damage to the 
equipment

A high level of safety due to 
infra-red remote control with 
a proximity recognition sensor 
and automatic shutdown if the 
line of sight is lost

Large, easily accessible tie-downs 
and therefore easier securing and less 
transport damage

Very simple maneuvering thanks 
to the unique, two-part base plate, 
e.g. along manhole covers and other 
obstacles

DPU130r



Accessories

24 25

Set of extension plates  
in various widths Transport device Plate slider

BPU 2540A –

DPU 2540H –

DPU 2550H –

DPU 2560H / DPU 2560Hts –

BPU 3050A –

DPU3050H/DPU3050He –

DPU 3060H / DPU 3060Hts –

DPU 3070H –

DPU 3750Hts / DPU 3750Hets –

DPU 3760Hts / DPU 3760Hets –

DPU4045Ye

DPU 4545H / DPU 4545He / DPU 4545Heap

BPU 5545A

DPU 5545H / DPU 5545He / DPU 5545Heap

DPU6555H/DPU6555He/DPU6555Hec – 

DPU 80 – – –

DPU 90 – – –

DPU 110 – – –

DPU 80r – – –

DPU 110r – – –

DPU 130r – – –

A
C

C
E

S
S

O
R

IE
S

 F
O

R
 V

IB
R

A
T

O
R

Y
 P

L
A

T
E

S

– Not available   Available   Integrated– Not available   Available   Integrated

Water tank (liters) Transport device Plate slider Protective cage

AP1850e, AP1840e 		   –

AP1850we, AP1840we 		   (9) –

AP2560e 		   (9) –

VP1030A 		   (9) – –

VP1030Ex factory 		   (9) – –

VP1135A 		   (9) – –

VP1135Ex factory 		   (9) – –

VP1340A 		   (9) –

VP1340Ex factory 		   (9) –

VP1550A 		   (9) –

VP1550Ex factory 		   (9) –

VP2050A 		   (9) –

VP2050Ex factory 		   (9) –

WP 1540A 		   (11) –

WP 1540Ex factory 		   (11) –

WP 1550A 		   (11) –

WP 1550Ex factory 		   (11) –

DPS1850H Asphalt 		   (11)

DPS1850H Basic/Vario 		   (11)

WPU1550A 		   (12) –

WPU1550Ex factory 		   (12) –
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VP1030 VP1135 VP1340 VP1550 VP2050

50.8 – 58.8* 60.5 – 68.5* 80.7 – 88.7* 90.8 – 98.8* 93 –101*

10 11 13 15 20

313 355 405 505 505

98 98 98 98 98

Honda GX 120 Honda GX 120 Honda GX 160  Honda GX 160 Honda GX 160

2.6 2.6 3.1 3.1 3.1

AP1840e AP1850e AP2560e

SPECIFICATION UNIT

Weight kg 101 101 147

Centrifugal force kN 18 18 25

Operating width mm 400 500 600

Frequency Hz 98 98 98

Engine Electric motor Electric motor Electric motor

Electrical load rating at 3,600 
rpm kW – – –

WPU1550

89 – 96*

15

498

98

Honda GX 160

3.6

WP1540 WP1550

86 – 92* 89 – 96*

15 15

430 498

98 98

Honda GX 160 Honda GX 160

3.6 3.6

BPU2540 DPU2540 DPU2550 DPU2560 BPU3050 DPU3050 DPU3060 DPU3070 BPU3750 DPU3750 DPU3760

SPECIFICATION UNIT

Weight kg 145 160 166 171 181 206 190 – 215* 195 247 265 274 

Centrifugal force kN 25 25 25 25 30 30 30 30 37 37 37

Operating width mm 400 400 500 600 500 500 600 700 500 500 600

Vertical clearance mm 666 736 736 736 777 777 777 777 777 777 – 

Frequency Hz 90 90 90 90 90 90 90 90 90 90 90

Engine Honda GX 160 Hatz 1 B 20 Hatz 1 B 20 Hatz 1 B 20 Honda GX270 Hatz 1 B 30 Hatz 1 B 30 Hatz 1 B 30 Honda GX270 Hatz 1 B 30 Hatz 1 B 30 

Electrical load rating kW 3.1 (at 2,840 rpm)  3.1 (at 2,800 rpm)  3.1 (at 2,800 rpm) 3.1 (at 2,800 rpm) 5.1 (at 3,600 rpm) 4.2 (at 2,800 rpm) 4.2 (at 2,800 rpm) 4.2 (at 2,800 rpm) 5.1 (at 3,600 rpm) 4.2 (at 2,800 rpm) 4.2 (at 2,800 rpm)

Options – – – Top Speed Version – Electric starter Electric start,  
top speed version – – Electric starter Electric starterB
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DPU4045 DPU4545 BPU5545 DPU5545 DPU6555 DPU80 DPU90 DPU110 DPU80r DPU110r Coupling set DPU130r

SPECIFICATION UNIT

Weight kg 376 402 – 425* 340 399 – 447* 480 – 527* 756 – 771* 756 – 771* 813 – 830* 709 – 724* 793 – 810* 2,616 1,170

Centrifugal force kN 40 45 55 55 65 80 90 110 80 110 3 x 110 130

Operating width mm 604 604 604 604/750 710 x 860 670/770 670/770 870/970 670/770 870/970 3,000 1,202

Vertical clearance mm 764 790 725 790 861 830 830 830 830 830 830 996

Frequency Hz 69 69 69 69 69 56 63 60 56 60 60 58

Engine Yanmar L70N Hatz 1 D 42S Honda GX 390 Hatz 1 D 42S Hatz 1 D 81S Kohler 702 Kohler 702 Kohler LDW 1003 Kohler LDW 702 Kohler LDW 1003 Kohler LDW 1003 Kohler KDW 1404

Electrical load rating kW 4.5 (at 3,000 rpm) 6.4 (at 2,850 rpm) 6.4 (at 2,600 rpm) 6.4 (at 2,850 rpm) 9.6 (at 2,800 rpm) 11 (at 3,600 rpm) 11.7 (at 3,600 rpm) 16 (at 3,600 rpm) 11 (at 3,600 rpm) 16 (at 3,600 rpm) 16 (at 3,600 rpm) 21 (at 2,700 rpm)

Options Electric starter standard,  
operating hour meter

Compatec, operating 
hour meter –

Electric starter, 
Compatec, operating 

hour meter, extra-wide  
extension plates

Electric starter, 
Compatec, operating 

hour meter, extra-wide 
extension plates, narrow 

protective cage

Overload protection, 
Compatec incl. overload 

protection;  
with electric start 

 and operating hours 
meter as standard

Overload protection, 
Compatec incl. overload 

protection;  
with electric start 

 and operating hours 
meter as standard

Overload protection, 
Compatec incl. overload 

protection;  
with electric start 

 and operating hours 
meter as standard

Overload protection, 
Compatec incl. overload 

protection;  
with electric start 

 and operating hours 
meter as standard

Overload protection, 
Compatec incl. overload 

protection;  
with electric start 

 and operating hours 
meter as standard

Overload protection, 
Compatec incl. overload 

protection;  
with electric start 

 and operating hours 
meter as standard

Standard with electric 
starter, operating hour 

meter and overload 
protection
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DPS1850 DPS1850 DPS1850
Basic Vario Asphalt

114 116 139

18  18 18

500 500 500

88 98 88

Hatz 1 B 20 Hatz 1 B 20 Hatz 1 B 20

3.4 3.4 3.4
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Technical data

– Not available

* Weight depends on the additional options selected

The Wacker Neuson product range includes over 300 different product series with different 
versions. The product data may vary accordingly with the selection of different options. Not all 
Wacker Neuson products listed or shown here are however available or allowed in all countries.  
The Wacker Neuson products shown are examples and as such are subject to changes.  
We are happy to make you a specific offer upon request!

Reproduction only with the written approval of Wacker Neuson.

© Wacker Neuson SE
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Your everyday work day is full of challenges. We have the right
solutions and help you to be ahead of the competition.
We offer you everything you need for this purpose: Wacker Neuson—all it takes!

Services Spare parts

03/2019 EN

www.wackerneuson.com

Financial 
solutions 
Uncomplicated, 
transparent 
and individual 
financing options 
for you.

Repair & 
maintenance 
Excellent and fast 
maintenance. 
Repairs with 
original spare 
parts. 

Academy
We expand 
your know-how: 
practice-oriented 
and within an 
ideal learning 
environment. 

EquipCare
Everything about 
the machines 
at a glance, via 
app or PC – 
EquipCare. 

Rental
Protect your 
liquidity and rent 
well-maintained 
construction 
equipment according 
to requirement. 

Concrete 
specialists 
Our specialists 
advise you in all 
project stages. 

eStore
Buy original spare 
parts online 
conveniently – for 
all Wacker Neuson 
product groups.

Every minute counts: 
within the shortest 
period of time, we 
deliver over 150,000 
genuine Wacker Neuson 
spare parts to your 
construction site.

Products

Pumps

Lighting

Concrete technology Compaction Demolition technology

TelehandlersWheel loaders

Generators

Heaters

Excavators

Used equipment

Dumpers


